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1 
This invention pertains fo a hose clamp. The 
invention more particularly pertains fo a clamp 
which uniformly applies pressure fo the circum- 
ference of the members being attached. 
If is an object of this invention fo provide 
a clamp which is readily applied fo the ob,ects 
to be fastened therewith. 
If is a further object of this invention fo 
provide a clamp which applies pressure uni- 
formly to the .circumference of the members 
being attached. 
If is still another object of this invention to 
provide fastening means for a clamp having new 
and novel aligning features and fastening means. 
If is still another object of this invention 
fo provide an arrangement which may be read- 
ily assembled or disassembled. 
Other objects of invention will become ap- 
parent from the following description taken in 
connection with the accompanying drawings, in 
which 
Fig. 1 is an elevational view, with the hose 
shown in section; 
Fig. 2 is a top plan view of the invention, in 
position on the hose; 
Fig. 3 is a plan view of an alternative bolt 
used with the invention; 
Fig. 4 is a side view of a self-aligning ruera- 
ber; 
Figs. 5 and 6 are side and end views of a 
socket member; 
Fig. 7 is a side view of a socket member for 
pivotal mounting; and 
Fig. 8 is a fragmentary side elevational view, 
with the hose shown in section, of the clamp 
with the socket members pivotally mounted. 
Referring to the drawings, the clamp com- 
prises a strap ! for fastening hose 2 to a con- 
duit member 3. It is desirable, of course, that 
pressure be applied uniformly to the circum- 
ference of the hose so as to have the same 
properly engage the member fo which if is fas- 
tened. To accomplish this purpose there are 
fastened to strap member ! a pair of members 
4 and B. The fastening may be accomplished 
by welding, riveting, or the like, or the members 
may be suitably pivotally connected to the strap 
pins if desired. Fig. 7 illustrates member 4 
modifled for such a connection and members 4 
and B are shown pivotally installed on strap 
! in Fig. 8. To accomplish this pivotal con- 
nection socket members 4 and  may be pro- 
vided with rolled end portions [8. Tabs [8 
may be attached fo strap L preferably by being 
integral therewith and bent up ai right angles 

2 
to the surface of the strap. Pins 20 fit through 
the tabs and ends [8, thus pivotally holding 
members 4 and  fo the strap. Members 4 and 
 are provided with socket portions 6 and ?, 
5 respectively, for receiving sectors 3 having 
curved portions 9 for self-alignment therein. 
Ech sector is provided with an aperture [ for 
receiving bo!t [. Member . is provided with 
an elongated opening [ to permit bolt mem- 
10 ber [ to pivot therein when the hose clamp 
is being tightened. Member  is Provided with 
a cutout portion 2 whereby bolt [[ may be 
positioned in the bracket without removing nut 
3 therefrom. Bracket 4 may be provided with 
15 a similar cutout portion [2 if so desired. If 
both bracket members are provided with cut- 
out portions [2, bolt [ [ with members 3 and nut 
3 applied thereto may be placed in assembled 
position on the clamp merely by sliding the 
20 stem on the bolt into the recess [2. Bolt [[ 
may be provided with an ordinary head [4 or, 
if it is desired to eliminate one of the mem- 
bers 3, this may be done by using a T-bolt lB 
having a rounded laterally extending portion [, 
25 as illustrated in Fig. 3. 
Although the invention bas been described and 
illustrated in detail, if is to be clearly under- 
stood that the saine is by way of illustration 
and example only and is not to be taken by 
3o way of limitation, the spirit and scope of this 
invention being limited only by the terres of the 
appended claires. 
I claire: 
1. A he clamp comprising a fiat strap mem- 
35 ber adapted to overiappingly circumscribe a 
cylindrical member; a pair of brackets secured 
fo and carried by said strap member, each bracket 
including a base wall, portions of which are 
mounted adjacent said strap member with the 
4o forward end portion arcuately inclined rear- 
wardly, and a pair of laterally spaced vertical side 
walls attached to the side edges of said base wall 
cooperating with said base wall to deflne a socket 
portion; a pair of aligning sectors, each of which 
45 is complementarfly received within one of said 
socket portions, each of said aligning sectors and 
socket portions being provided with an aperture 
therethrough; and a bolt extending through said 
apertures interconnecting said brackets for 
5O clamping said strap member in operative position. 
2. A device as recited in claim 1 in which the 
apertures in the socket portions comprise cutout 
portions for slidably receiving said bolt with said 
sectors thereon. 
55 3. A device as recited in claire '1 in which the 
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aperture in at least one of said socket portions 
comprises a cutout portion for slidably receiving 
said bolt with said sectors thereon. 
4. A device as recited in.claim 1 in which af 
least one of said brackets Is pivotally connected 5 
to said strap. 
5. A device as recited in claim 1 in whlch one 
of said sectors is integral with an end of said bolt. 
WILLIA1VI V. STACKHOUSE. 
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